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Sleek open bay drying systems that fits in a tight area using only 26 inches

Over 9,600 CFM’s per 10 HP Motor using our cast aluminum axial fan

Made from 304 surgical grade stainless steel

Axial fan and stainless steel warrantied for life to provide many years of worry free drying

LIMITED SPACE DRYING SYSTEMS



# of Motors 10HP Centrifugal
Fan Total Air
Flow (CFM)

15HP Centrifugal
Fan Total Air
Flow (CFM)

10HP Axial 
Fan Total Air
Flow (CFM)

10HP Total Current
Used (AMPS)
@ 208 VAC

15HP Total Current
Used (AMPS)
@ 208 VAC

Airflow Comparisons: Axial vs Centrifugul Fans
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Motor 
Specifications

Phase Voltage Amperage Efficiency @ 100% 
Load

10HP

15HP

3

3

208/230-460

208/230-460

24.9 / 23.6 / 11.8

36.8 / 34 / 17

91

91

Cast Aluminum Axial Fan

*CFM = Cubic Feet Per Minute Air Flow

Limited Space Stainless Steel Drying Systems
Easy installation and a lifetime of worry free drying

10 & 15 HP Motors:
3 Phase, TEFC, 1.3 SF

230-460v, useable on 208v

15 HP: 36.8 A @ 208 V    
34.0 A @ 230 V
17.0 A @ 460 V

14’ Bay Width
10’5” Ceiling Height
96” Standard Clearance

Stainless Steel Motor Housings • Ducts - Stainless Steel • Cast Aluminum impellors

SPECIFICATIONS

Closed cell foam nozzles available in red blue black and green.  All other colors available upon request

10 HP: 24.9 A @ 208 V
              23.6 A @ 230 V
               11.8 A @ 460 V 




